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INSTALLATION GUIDE COVELINE - CONSTANT CURRENT

CovelLine Continuum-TW

. . a_a e &8 ga_n CIN |
INnstallation Guide
LCC-CC-TW-90-20-RL-24 - V1
24V DC - Class 2 2.9 W/ft-96 W per 32.8 ft (10 m) 0.39in (10 mm) every 1.97in (50 IP20 - IP67 option
roll mm)

Kl Before You Start - Safety

= Disconnect power before making any connection, and reconnect only when every connection is finished.

Total load = 80% of the driver’s and the controller’s rated power. One full roll draws 96 W, so it needs a driver rated at least 120
W.

Class 2, 24V DC only. Never connect the tape to line voltage.

Do not bend, twist or step on the tape. Do not strike the light-emitting face with hard objects.

m Keep conductors apart. The wires must not touch each other: a touch is a short circuit.

KX} Prepare the Surface

® Clean the mounting surface. It must be clean, dry and flat before the adhesive goes on.
= Mount the tape in an aluminum channel (profile) with a diffuser where the tape can be seen.
m Board width: 0.39in (10 mm). Choose a channel whose inner width takes the board.

m |P67 version: the board sits in a silicone sleeve 12 x 4.5 mm. Size the channel to the sleeve.

EE) Handling Limits

® Soldering: iron at or below 300 °C (572 °F), no more than 3 seconds per joint.
® Bending: bending diameter greater than 3 cm (1.2 in) at any point. No sharp bends over a short distance.

® Twisting: no more than 720° (two full turns) per 0.5 m (1.6 ft) of tape.

kA Cut

1.97 in (50 mm) cut on the marked line, through the pads

= Cutonly onthe marked cut lines, every 1.97 in (50 mm). A cut anywhere else disables that section.

= |PG7 version: re-seal every cut end with an end cap so the run keeps its rating.
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B3 Mount

® Dry-fit the runin the channel first and mark the feed point.

= Peel the 3M adhesive backing a little at a time and press the tape along the channel fioor. Press on the board edges, not on the
light-emitting face.

kB Wire

p N p N\ 3 conductors
¥
AC MAINS 24V DCDRIVER 2-CHCONTROLLER W
perlocal code Class 2 - constant voltage warm / cool channels
B -CW
TAPE

Tunable white - 3 conductors. +DC24V is common to both channels; ~-WW is the warm channel and -CW the cool channel.
Connect -WW and -CW to the matching outputs of a two-channel controller.

Feed and Load

® Eachrollis supplied with a lead at one end.
= Constant-current board: one feed carries a full 32.8 ft roll with no voltage-drop taper toward the far end.
® | EONLITE 200 W driver: up to 1 full roll (48% load).

KX} Wet Locations

® The IP67 version (order code -67) is for wet and exterior locations; the IP20 version is for interior dry locations only.

K&} Power Up

= Check every connection against the diagram before power is applied.

m Restore power at the driver and check the run end to end.
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